
IRONMAX
MAXSURFACE

With the redesigned chests and bridges, the IRONMAX 
offerst the largest ironing surface in the industry. 
The innovative new design gives the IRONMAX thin chest 
up to 2.37 x more flexibility than today’s conventional 
flexible chests. 
The IRONMAX also is equipped with redesigned bridges, 
that offer > 1 meter ironing passage per bridge.

MAXPOWER

The innovative IRONMAX thermal oil circuit is the only 
true parallel flow circuit in the industry. The IRONMAX 
parallel flow circuit creates a transversal oil flow over 
the chest and bridges, assuring the most constant and 
uniform ironing temperature over the complete ironing 
surface.
But that’s not all. The IRONMAX parallel flow oil circuit 
liberates more heating power than conventional serial flow 
systems and maintains this power at the most constant 
level, irrespective of the type of linen that is ironed.

MAXSUCTION

The IRONMAX is equipped with the trademark Lapauw 
individual spring system, assuring maximal moist 
evacuation. Combined with the individual, adjustable 
suction per roll, the individual springs offer the most 
efficient moist evacuation system in the industry. Very 
powerful and adjustable per roll.

MAXQUALITY

Thanks to the flexible chest and hydraulic chest lifting 
system, the IRONMAX assures an ironing pressure that is 
uniform over the complete ironing surface. The IRONMAX 
also adopts the floating chest technology, which means 
that the chest adapts itself to the thickness of the linen 
and of the padding, allowing it to maintain the same 
contact and uniform ironing pressure.

MAXACCESS

The IRONMAX is designed for ease of maintenance. 
Strategically located removable cover plates grant easy 
access to all components, even to the chests and flexibles. 
Optional translucent side covers enable visual inspection 
and allow for visual maintenance.



Technical Specifications

IRONMAX DUO 1200 IRONMAX TRIO 1200

Roll Diameter 1200 mm 1200 mm

Number of rolls 2 3

Available working widths 3000 - 4200 mm 3000 - 4200 mm

Suction Power 2160 m3/h per roll 2160 m3/h per roll

adjustable adjustable

Ironing speed Single drive motor 11 - 44 m/min 11 - 44 m/min

Ironing speed Individual roll drive 10 - 60 m/min 10 - 60 m/min

Ironing length under pressure 3,9 m 5,85 m

Total heated path 5,9 m 7,85 m

Evaporation Capacity 385 l/h 580 l/h

The IRONMAX is for the moment available with gas heating.

General

Heating System

IRONMAX DUO 1200 GAS IRONMAX TRIO 1200 GAS

Burner type Modulating (RS 45/M BLU*) Modulating (RS 68/M BLU*)

Burner power 550 kW 860 kW

Modulating range 90 kW - 550 kW 150 kW - 860 kW

Oil contents 450 liter 520 liter

Required gas pressure 60 - 360 mbar

Blu = LowNOX technology

Standard features Options

•	 Thin flexible chests in carbon steel
•	 Hydraulic chest lifting
•	 Lapauw individual springs
•	 High temperature Aramid padding
•	 Individual suction per roll - adjustable
•	 SIEMENS PLC control unit with touch-screen
•	 Feed band assembly
•	 Speed synchronization with propeller shaft

•	 Power plug for feeder & folder
•	 Decentral drive system
•	 Energy meter
•	 Translucent side panels
•	 Hand rail and ladder
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